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SUBJECTs EVALUATION OF.GLASS LAMP MISSION G- @68

l. IMAGE QUALITY: THE OVERALL IMAGE QUALITY OF THIS MISSION
- IS GOOD. THE GROUND RESOLUTION AND INTERPRETATION SUITABILITY .ARE -
G0OD. - CLOUD COVER QBSCURES APPROXIMATELY 38 PERCENT OF THE ENTIRE

MISSION. R
2. MISSION DATA: C
A. THE STANDARD "B". GONFIGURATIGN CAMERA , unrr NUMBER 10,. o )

WAS EMPLOYED FOR MISSION G-068 FLOWN ON 4 FEBRUARY 1969, MODE.S.. :
. WAS USED THROUGHKOUT THE MISSION. DTS*PﬂﬂHIG“

B. FILM TYPE 3401 WAS USED WITH AN EXPOSURE OF 17415 AT [E£Y)
"THE HATERIAL WAS ‘PROCESSED TO AVERAGE GAMMAS OF 2,13 (LEFT SIDE)
AND 2.14 (RIGHT SIDE). PROCESSING WAS ACCOMPLISHED BY THE NAV
RECON  TECH SUPPCEN. o
3. ORIGINAL NEGATIVES: . - .
A. EXPOSURE ADEQUATE THROUGKOUT THE MISSION. °
B. DENSITY AND.CONTRAST: GENERALLY MEDIUM WHERE. NOT_AF
BY ATMOSPHERICS. :
C. IMAGE DEGRADATIONS: . S
(1) SR SIDE: NEEDLE POINT SHAPED FOG PATTERNS, BELILVL
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TO BE ASSOCIATED WITH CAMERA sraarup, ‘ARE Pnnszur oN FRAMES 1
-9, AND 13
77 (2) 9L SIDE: PROCESSING. sranaxs ARE PRESENT INTERHIT
‘THROUGHOUT THE MISSION.
¢3) BOTH SIDESt THME LAST THREE FRAMES OF THE MISSION|-
CONTAIN FOG PATTERNS ASSOCIATED WITH CAMERA SHUTDOWN. -
D. PHYSICAL .DEGRADATIONS: : |- DiA
(1> SR SIDE: TWO HEAT SPLICES ARE PRESENT ON THIS mgfgég -

(2) SL SIDEs A MANUFACTURING SPLICE AND TWO HEAT SP
ARE PRESENT ON THIS MISSION. THE MATERIAL WAS CUT IN FRAME : _
DUE TO A PROCESSING ANOMALLY. = :
E. AUXILIARY DATA: THE COUNTER HELD A PLUS SIX BIAS THROUGHQUL.. ..
THE MISSION, ALL OTHER DATA RECORDING SYSTEMS FUNCTIONED PROPERLYow;vize
F. THE LAST TITLED FRAME IS 1825 (RIGHT SIDE, A PARTIAL FRANERH TEXT
AND '1823 (LEFT SIDE). R
4. POSITIVES: THE PRINTING AND PROCESSING ARE G00D. g .
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